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FINISHING MAP - LAGARES 
 
 
  

1. Building Characteristics: 
 
Structure 
Structure in sturdy metal anti-seismic profiles,, chipboard wood flooring resting on steel beams. 
Facades contained by metal frame, restored interior ceilings and stariway.  
 
Exterior Walls 
Preservation of the existing masonry and ornaments. Plastering in hydraulic lime mortar pigmented 
with bus and D. Fradique type paste 
 
Frames, Shutters and Guards 
Wooden frames painted in white and green with thermal-acoustic double glazing and air-box. 
 
Wooden shutters with a Post-Pombalino type design, painted in white.  
Balconies with guard in cast iron painted in green. 
 
Rooftop 
Coated in ceramic tile straw, insulated with the type "Roofmate" plates. 
 
Interior walls between units 
Masonry wall or equivalent with thermal and acoustic insulation, painted stucco finish on the interior 
side of each unit. 

 
2. Elevators: 
 
Elevator with Gearless top end technology, with no need for a machine room, with capacity for 8 
people (630 kg), with stainless steel telescopic doors fitted with infrared range curtains. 
 
3. Security Equipment: 

 
Video Intercom 
Intercom video system, connecting the apartment to the main entrance of the building. 
 
Home Automation 
Home automation system for flood detection, gas leakage, fire, intrusion and general control of 
blinds. 
 
Fire Detection System 
Fire detection network connected to the common center installed in the building lobby with acoustic 
signaling 
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4. HVAC 
Air-conditioning system in the living room and bedrooms. 
 
5. Apartments: 

 
Living Room, Bedroom, Hall and Corridors 
Flooring in pinewood finished with lacquered plinth in matt white color.  
Designed stucco walls or plasterboard finish with plastic paint on the white. 
Ceiling plasterboard plate finished with plastic paint in white, except for the rooms where there are 
decorative plaster that will be recovered. 
 
Kitchens 
Pine wood flooring. 
False ceiling in plaster painted with plastic paint in white with recessed lighting. 
Kitchen furniture a vertical compacted modules with:  

 Fronts and sides lacquered in white matte. 
 Surface countertop in limestone 
 Bosch built-in appliances: compact microwave, exhaust hood, ceramic hob, 

washing /drying machine and refrigerator. 
  

Domestic water heated with an electric water heater. 
 
Suite Bathrooms 
Limestone pavement 
Walls and ceilings painted white epoxy paint 9010 mate. 
Under floor heating with thermostatic control.  
Sanitary ware in white. Wall hung toilet and bidet.  
Chrome mixer taps.  
Acrylic shower base in white.  
Suspended counter lacquered in white. 
 
Bathrooms 
Limestone pavement 
Walls and ceilings painted white epoxy paint 9010 mate.   
Under floor heating with thermostatic control.  
Sanitary ware in white. Wall hung toilet and bidet.  
Chrome mixer taps.  
Acrylic white bathtub 
Suspended counter lacquered in white. 
. 
 
Masonry 
Interior doors with lacquered in mate white finish and stainless steel brushed handles – with Post 
Pombalino design. 
Wardrobe with hinged doors, lacquered finish in mate white with door handles carved into the 
doors. Interior lined with white melamine extensible drawers. 
 
6. Interior Common Areas: 
 
Lobby, Apartment Halls and Vertical Communications: 
The lobby, hall and staircase to apartment floors have selected limestone floors, walls painted 
white epoxy paint RAL 9010 mate. Ceiling in skirt and shirt design painted with plastic paint in white 
with recessed lighting. 
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